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Double-Knife-Guillotine | AF-twin

The operater has an overview  
of all particular machine-adjustments. 

 Clean, perfect parallel and rectangular cut  
for perfectly jointed veneer bundles

 Unique system with fixed, solid cutting table

 The solid, heavy duty construction absorbs 
the high clamping and shearing forces

 High cutting quality due to oscillating, 
hauling knife movement

 Powerful hydraulic for the drive of the 
pressure beam and the upper and lower knife

 Positioning with 5" screen for various modes 
of operation and recallable cycles  In the basic position, the laser shows the position of the rear cut. The pressure beam 

will move to the requested cutting width together with the front knife.  The laserline 
shows the exact position of the front cut. The pressure beam lowers and clamps the 
veneer bundle. Both knives cut the veneer ab solutely parallel and rectangularly.

Laser light for exact visual identifica-
tion of cutting line.

Pe r f ect Pa r a lle l a n d r ecta n g u l a r j o i n i n g o f v e n e e r bu n d le s

Powerful hydraulic for the movement 
of the pressure beam and both knives.

fu n c ti o n a l Pr i n c i Pl e

On the machine table, the veneer bundles are straightened at the 
laser or at the motorized adjustable stop.

Technical execution subject to change / Illustrations contain options

Fisher +Rückle AG
Postfach   CH-5200 Brugg   Switzerland
T +41 (0)56 460 67 00   F +41 (0)56 460 67 01
sales@fisher-ruckle.ch   www.fisher-ruckle.ch

Representatives in over 50 countries


